20020205.ba v03_n292.bam.20020205 


>From ???@??? Tue Feb 5 04:56:17 2002 -0600 

Message-Id: <200202051056. g15AtxnA007936@sco.theporch. com> 
Date: Tue, 5 Feb 2002 10:55:37 GMT 

From: Old Tube Radios <boatanchors@theporch.com> 

To: Old Tube Radios <boatanchors@theporch.com> 

Subject: BOATANCHORS digest 3292 


BOATANCHORS Digest 3292 
Topics covered in this issue include: 


1) Re: Vibroplex pix 
by Arden Allen <gumbear@pacbell.net> 
2) Re: Manuals 
by "Nick England" <nick@3rdtech.com> 
3) photomultipliers 
by "j.foster" <j.foster@microbio.usyd.edu.au> 
4) Re: photomultipliers 
by Mike Sullivan <vze344qr@verizon.net> 
5) SCR 624B Shock Mounting 
by Richard Pekelney <pekelney@rspeng.com> 
6) Re: Vibroplex pix 
by John Mac Aulay <jmac6235@yahoo.com> 
7) Re: Operating Frequency of SD Radar? 
by William Donzelli <aw288@osfn.org> 
8) Re: More WD-40, (beating a dead horse etc.) 
by "Barry L. Ornitz" <ornitz@tricon.net> 
9) Northern Radio Company 
by "Brian Goldsmith" <brian.goldsmith@echo1.com.au> 
10) FS: Johnson Navigator transmitter 
by JONWEINER@aol.com 
11) Meissner coils 
by Smith <smithab11@comcast.net> 
12) TV-7 used to check thermal delay relays 
by Edward J Knobloch <k4pf@juno.com> 
13) Re: R390A Covers 
by "russ dworakowski" <wb3fau@hotmail.com> 
14) Re: More WD-40, (beating a dead horse etc.) 
by Jack Harper <jharper@bsi2000.com> 
15) "Grounded-Grid" amplifiers using multiple pentodes 
by "Sandy W5TVW" <ebjr@i-55.com> 
16) WTD: Jefferson Travis 350A copy of manual. 
by Paul Thekan <Paul.Thekan@eimac.cpili.com> 
17) Re: GB> "Grounded-Grid" amplifiers using multiple pentodes 
by "Garey Barrell" <k4oah@mindspring.com> 
18) IOWA Class Battleship Radio Rooms querry 


by Mike Sullivan <vze344qr@verizon.net> 

19) Re: More WD-40, (beating a dead horse etc.) 
by Arden Allen <gumbear@pacbell.net> 

20) Re: GB> "Grounded-Grid" amplifiers using multiple pentodes 
by "Ed Zeranski" <ezeran@concentric.net> 

21) Re: Meissner coils 
by Kargokult@aol.com 

22) Re: Meissner coils 
by Ralph Parker <rparker@dccnet.com> 

23) RE: GB> "Grounded-Grid" amplifiers using multiple pentodes 
by "Roger A. McCarty" <xrmccarty@earthlink.net> 


Date: Sun, 03 Feb 2002 14:47:46 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: Vibroplex pix 

To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QGQZQQOFLUBBGUG@mta7.pltn13.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=IS0-8859-1 
Content-transfer-encoding: 7bit 


> Now if I can just unlearn my keyer.... 


Quit while you're ahead! It will do fine just glittering in a conspicuous 
place in the shack. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Message-ID: <007401c1ad05$91ca98e0$5a95f7a5@unccompsci> 
From: "Nick England" <nick@3rdtech.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: Manuals 
Date: Sun, 3 Feb 2002 17:53:15 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


FYI - I maintain a list of manual suppliers at 
http://www. 3rdtech. com/nick/boat/manuals.htm 


This is part of my Boatanchors FAQ pages, which lists other interesting web 
sites, boatanchor suppliers, parts suppliers, nets, etc. Additions and 
Corrections always welcome 

http://www. 3rdtech. com/nick/rrab.faq.htm 


Nick KD4CPL 


Message-Id: <200202032300.KAA27902@lorica.ucc.usyd.edu.au> 
Date: Mon, 04 Feb 2002 10:01:22 +1100 

To: Old Tube Radios <boatanchors@theporch.com> 

From: "j.foster" <j.foster@microbio.usyd.edu.au> 

Subject: photomultipliers 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


Greetings All: 


I have a number of NIB RCA 931-A photomultiplier tubes surplus to 
requirements. 
Anyone interested? 


Cheers: John Foster. 


Message-ID: <3C5DC334.7F36192A@verizon.net> 
Date: Sun, 03 Feb 2002 18:09:40 -0500 

From: Mike Sullivan <vze344qr@verizon.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: photomultipliers 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Many years ago, as a High School science project, I built a TV flying 
spot scanner with a 931 photomultiplier teamed with a television set 
with a small crt. Used the recovered sync signal from channel 4 for the 
video sync, the photomultiplier used to pickup the light from the crt. 
Won an honorible mention from the Northern Virginia Science Fair. Had a 
lot of fun making it and displaying it. I'm sure it helped me get into 
Duke University. Direct answer, No I do not need the tube! 

Mike 

kce2kj 


"j.foster" wrote: 

> 

> Greetings All: 

> 

> I have a number of NIB RCA 931-A photomultiplier tubes surplus to 
requirements. 

> Anyone interested? 

> 


> Cheers: John Foster. 


Mime-Version: 1.0 

Message-Id: <p05100300b8836£c9a178@[192.168.1.103]> 

Date: Sun, 3 Feb 2002 15:09:23 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Richard Pekelney <pekelney@rspeng.com> 

Subject: SCR 624B Shock Mounting 

Cc: curator@battleshipcove.com 

Content-Type: text/plain; charset="us-ascii" ; format="flowed" 


Folks, 


On USS Pampanito (http://www.maritime.org) we have found and restored 
an SCR 624B VHF set that was missing from our radio room. We have 
not however, figured out what type of shock mount was most likely 
used for the radio and power supply. Have any of you ever seen one 
of these installed on a ship (as compared to the Army crates?) We 
have no documentation on how it was installed, the holes in the 
shelves are ambiguous and we have lots of ideas on how it could have 
been done. 


rich 

Richard Pekelney 

Internet: pekelney@rspeng.com 
Phone: USA 1-415-563-5928 
Fax: USA 1-415-563-5787 


Message-ID: <20020204005148 .84730.qmail@web11501.mail.yahoo.com> 
Date: Sun, 3 Feb 2002 16:51:48 -0800 (PST) 

From: John Mac Aulay <jmac6235@yahoo.com> 

Subject: Re: Vibroplex pix 

To: Old Tube Radios <boatanchors@theporch.com> 

MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 


Come on, 
Real CW ops don't need keyers! 
Use it or lose it ;-) 


--- Arden Allen <gumbear@pacbell.net> wrote: 
> > Now if I can just unlearn my keyer.... 


> 
> Quit while you're ahead! It will do fine just 
> glittering in a conspicuous 


> place in the shack. 

> 

> Arden Allen KB6NAX Vallejo, CA 
> gumbear@pacbell.net 


Do You Yahoo!? 
Great stuff seeking new owners in Yahoo! Auctions! 
http: //auctions. yahoo.com 


Date: Sun, 3 Feb 2002 22:18:26 -0500 (EST) 

From: William Donzelli <aw288@osfn.org> 

To: Old Tube Radios <boatanchors@theporch.com> 

cc: Old Tube Radios <boatanchors@theporch.com> 

Subject: Re: Operating Frequency of SD Radar? 

Message-ID: <Pine.SUN.3.91-FP.1020203221609 .26465C-100000@osfn.org> 
MIME-Version: 1.0 

Content-Type: TEXT/PLAIN; charset=US-ASCII 


> what about the tail end Charlie? was wondering if it was designed by rca or 
> did they just make the one we have on display? 


I think that was just an Americanized British design. Worked all too well 

- the Germans became very adept at picking up the tail-end Charlie 
transmissions with their night fighters. Many guys were shot up before it 
was discovered how much the things betrayed the planes they were to protect. 


William Donzelli 
aw288@osfn.org 


Message-ID: <000901c1ad30$997e20e0$225462d8@naxs. com> 
From: "Barry L. Ornitz" <ornitz@tricon.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: More WD-40, (beating a dead horse etc.) 
Date: Sun, 3 Feb 2002 23:01:15 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 

charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Hi Marty et al., 


> I just wonder what ever happened to General Cement's Quietrol 
> Quietrol's dead & I don't feel so good either (L. Grizzard) 


I too have not seen Qietrol for years. 
> And granted pots 'skip' from dirt. Carbon tet rescues mine. 


Avoid the carbon tetrachloride. It is one of the worst solvents when it 
comes to toxicity. 

For just plain dirt, consider VM&P naphtha or lighter fluid - but remember 
they are quite flammable. 


And I wonder too that after all this travail on pot, er pots, why no-one 
has said the obvious. No amount of "volume control balm" will fix 

a scratchy one if a leaky condensor has laid DC across the thing's 
wiper. 


VVVVNV WV 


Not even a railroad tank car of DeOxit-moron. 


By the way, De-Ox-Id, made by GC Electronics/Thorsen, is a little different 
from WD-40. From the MSDS, it is less than 62% naphtha, less than 10% 
light mineral oil, and 25% being deodorized kerosene. The remainder is the 
carbon dioxide propellant. 

No proprietary additives are listed. 


Switches. Another thread omission is the idea of breaking the oxide 
w. a Q-tip & brasso. Can't get inside the ‘pinchers,' but doing the 
‘blade half' often is plenty. And Quietrol would never relieve those 
‘blackened blades. ' 


VVV NV 


Just make sure to rinse off the abrasive well. Brasso, with its 
diatomaceous earth, is a gentler abrasive than a typewriter eraser, but it 
still takes off a little silver or brass. Instead of Brasso, you might 
consider using Cool-Amp plating powder. It is slightly abrasive on its 
own, and it leaves a thin coating of silver to restore the contacts. 
Again, you need to rinse it off - and use water for the first two rinses, 
followed by acetone or isopropanol. 


73, Barry WA4VZQ ornitz@tricon.net 


PS: And while I was looking at GC products, I noticed their Spray-Kleen. 
This is methyl chloroform, mineral spirits, methylene chloride, and camphor 
oil perfume. This product will definitely attack many plastics so beware. 


Message-ID: <0Q00701c1ad6c$9b012020$e7168490@server> 
From: "Brian Goldsmith" <brian.goldsmith@echo1.com.au> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Northern Radio Company 

Date: Mon, 4 Feb 2002 22:10:50 +1100 


MIME-Version: 1.0 

Content-Type: text/plain; 
charset="i1s0-8859-1" 

Content-Transfer-Encoding: 7bit 


Greetings to all. 
A friend brought a piece of equipment to my workshop,I am wondering if 
anyone has any information about it.It is a 19" rack mount Volume and 
Current Level Indicator made by the Northern Radio Company of New York.The 
type number is 254,model no. 1.There are two meters on the front panel,a 
center zero 75-0-75 mA and a VU, both are quite large.Lots of tubes on the 
back and a marvellous octal based thermal relay tube marked 6C20 on the 
chassis. 

Any ideas? Brian Goldsmith. 


From: JONWEINER@aol.com 

Message-ID: <4e.60336c7.299007a9@aol . com> 

Date: Mon, 4 Feb 2002 10:50:01 EST 

Subject: FS: Johnson Navigator transmitter 

To: Old Tube Radios <boatanchors@theporch.com> 

MIME-Version: 1.0 

Content-Type: multipart/alternative; boundary="part1_4e.60336c7.299007a9_boundary" 


--part1_4e.60336c7.299007a9_boundary 
Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


I'm selling a Johnson Navigator transmitter, complete with copy of the 
original manual. It's in pretty good condition. Here are the faults: an extra 
1/2" hole on the panel to the right of meter, non original meter, cabinet 
needs repainting, final output coil ceramic form is cracked and needs to be 
epoxied, non original AC cord, a little wear around the operate switch. 
Otherwise appears to be unmodified. Price $250. 


Jon, KIVVC 


--part1_4e.60336c7.299007a9_boundary 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


KKK RK KK KR KK KKK KK KR KK KK KK KK KK KKK 
---REMAINDER OF MESSAGE TRUNCATED-- - * 

This post contains a forbidden message format * 
(such as an attached file, a v-card, HTML formatting) x 
Mail Lists at theporch.com only accept PLAIN TEXT * 

* 


* 
* 
* 
* 
* 
x If your postings display this message your mail program 


* is not set to send PLAIN TEXT ONLY and needs adjusting x 
es 


--part1_4e.60336c7.299007a9_boundary - - 


Date: Mon, 04 Feb 2002 12:29:20 -0500 

From: Smith <smithab11@comcast.net> 

Subject: Meissner coils 

To: Old Tube Radios <boatanchors@theporch.com> 

Message-id: <0Q00701c1ada1$7acd4f60$06£12144@dover01.de.comcast.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=Windows-1252 
Content-transfer-encoding: 7BIT 


I am looking for any of the following coils, approx one inch base, 5 pins, \ 
Meissner part number 18-3500, 18-3501 18-3502, 18-3503, 18-3504, 18-3505. 
These coils 

were used in the Model 2BK and model 3BK radio receiver kit. Which I am 
trying to 

duplicate. Approximately 1 inch in diameter, with five pins. 


Breck K4CHE, Dover Delaware, annt nutten here in dover except chickens, a 
nascar track and hams that cant solder. 


To: Old Tube Radios <boatanchors@theporch.com> 
Date: Mon, 4 Feb 2002 13:59:30 -0500 

Subject: TV-7 used to check thermal delay relays 
Message-ID: <20020204.135931.6224.5.k4pf£@juno.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 

From: Edward J Knobloch <k4pf£@juno.com> 


Anchorites: 


If you have a TV-7/U (any series letter) tube tester 
and wish to test a thermal delay relay - 


for an octal type relay, set filament as marked on relay, DSO-0057 
for a 9 pin relay, set filament as marked on relay, BW0-0039 
Set "shorts" function switch to position 2. "Shorts" lamp 


indicates or goes out after time delay, depending on whether it's 
a normally-open or normally-closed relay. 


A type 115N0180 requires 115V filament setting, 
and "shorts" light should indicate after 180 seconds. 


I found the settings in Nolan E. Lee's compilation of TV-7 tube data 
(in Microsoft Excel xls format) and he gives credit to Daniel J. Nelson. 


73, 
Ed Knobloch k4pf£@juno.com 


From: "russ dworakowski" <wb3fau@hotmail .com> 

To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: R390A Covers 

Date: Mon, 04 Feb 2002 14:04:57 -0500 

Mime-Version: 1.0 

Content-Type: text/plain; format=flowed 

Message-ID: <LAW2-F49B35ELCSwpax0000de95@hotmail . com> 


Mr Bonds, there are even differences on the front panels of the 390 vs the 
390a. Beyond the mechanical counter for freq. the radios are entirely 
different. None of the modules are interchangable. 390As are a lot more 
plentiful and easier to repair. The 390 has’ better audio 

but usually a lot harder to get running. Parts for the 390 are almost 
nonexistant. Russ 


>From: "A. B. Bonds" <ab@vuse.vanderbilt.edu> 
>Reply-To: ab@vuse.vanderbilt.edu 

>To: Old Tube Radios <boatanchors@theporch.com> 
>Subject: Re: R390A Covers 

>Date: Wed, 30 Jan 2002 18:15:49 -0600 


> 

>At 05:19 PM 1/30/2002 -0600, you wrote: 

> 

>> Also, would appreciate any feedback regarding the R390 vs. the 
>>390A as 


>>well as any other words of wisdom that you would care to pass along. 
>At the risk of starting another scuffle, I would observe that the main 
>difference is that the 390 uses LC filters (a LOT of 'em) vs the mechanical 
>filters of the 390A. Most of the other differences are of little 
>consequence. The 390 has somewhat less sharp slopes on its filter 
>characteristics (though the crystal filter is mighty good), but is less 
>susceptible to ringing in the presence of interference and atmospheric 
>junk. This has been my experience from considerable usage of both. 

> 

>It also weighs about ten pound more, which is reassuring. 

> 

>Further the affiant saith not. 


> 
>A. B. Bonds 


Join the worldis largest e-mail service with MSN Hotmail. 
http://www. hotmail.com 


Message-Id: <4.1.20020204120408 .03857dd8@127.0.0.1> 
Date: Mon, 04 Feb 2002 12:10:37 -0700 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Jack Harper <jharper@bsi2000. com> 

Subject: Re: More WD-40, (beating a dead horse etc.) 
Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


At 23:01 2/3/2002 -0500, Barry, WA4VZQ elucidated (among other things): 


<snip> 

>By the way, De-Ox-Id,... 

<snip> 

Barry -- I have used a thing called Hoppe's Gun Oil to clean BA chassi, pots, and 


numerous other things -- 


A friend told me some years ago that it is a mixture of kerosine, bananna oil, and 
ammonia -- it *xdoes*x have a very nice smell :) 


Question -- Do you have any idea of the actual formulation of Hoppe's? It seems to 
clean well and then to evaporate with only a bit of slightly oily residue left 
that seems to work well. I do wonder about the ammonia however -- perhaps the 
stuff leaves a residue, also, of free radicals(?) that will conduct electrons 
especially at RF??? 

What do you think? 

Regards to the List, 


Jack, WOYJ (Friend to all things Hammarlund) 


Jack Harper BSI2000, Inc. 
303-231-9095 Lakewood, Colorado USA 

"Optical Cards... A Spectrum of Solutions" 
http: //www.bsi2000.com (Last Update: 010704) 


Message-ID: <0Q04301c1ladbd$e9£11680$b99ecdd1@ebjr> 
From: "Sandy W5TVW" <ebjr@i-55.com> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: "Grounded-Grid" amplifiers using multiple pentodes 
Date: Mon, 4 Feb 2002 14:52:11 -0600 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="i1s0-8859-1" 
Content-Transfer-Encoding: 7bit 


Many years ago, there was a "craze" of making grounded grid 
linear amplifiers using multiple "small" tubes. Three such tubes 
that were popular for this stunt were the 6CL6, 5763 and 837. 

I have been looking thru the QST CD's for such information, 
as I'm sure one of the "Ham" magazines covered this subject, 
but I haven't found anything on any of these tubes. This was 
WAY before the use of "sweep" tubes for color TV sets for 
this use, like the 6JE6, 6HF5, 6DQ5, 6KD6, etc., etc. 

What I am looking for is just articles using the 6CL6/5763/837 
tubes to get some insight into what problems the builders ran 
into with these specific tube types. 

Anybody recall any issues of QST or CQ or??? that dealt 
with this? 

73, 
Sandy W5TVW 


Message-Id: <4.2.0.58.20020204151950. 00c32de0@pop3.eimac.cpili.com> 
Date: Mon, 04 Feb 2002 15:24:29 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Paul Thekan <Paul.Thekan@eimac.cpii.com> 

Subject: WTD: Jefferson Travis 350A copy of manual. 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii"; format=flowed 


Can anyone help me with a copy of the manual for the 
JT-350A transmitter - receiver and power supply. 


Thank you 


Paul N6FEG 


Message-ID: <006501c1ladd3$bfcd6be0$6401a8cO@hp> 
From: "Garey Barrell" <k4oah@mindspring.com> 
To: Old Tube Radios <boatanchors@theporch. com> 
Subject: Re: GB> "Grounded-Grid" amplifiers using multiple pentodes 
Date: Mon, 4 Feb 2002 18:29:10 -0500 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


Sandy - 


Looks like CQ is the venue of choice for those types of amps. From 
FBTO ... 


CQ - 02/56 - Three 837's "KW Amp" ? 
CQ - 01/59 - Five 837's linear 

CQ - 04/60 - Four 5763's linear 

CQ - 06/66 - Four 837's linear 

At least it's a start! 


73, Garey - K40AH 
Atlanta 


sas Original Message ----- 

From: "Sandy W5TVW" <ebjr@i-55.com> 

To: <glowbugs@piobaire.mines.uidaho.edu>; <boatanchors@qth.net>; 
"Boatanchors reflector" <boatanchors@theporch.com> 

Sent: Monday, February 04, 2002 3:52 PM 

Subject: GB> "Grounded-Grid" amplifiers using multiple pentodes 


Many years ago, there was a "craze" of making grounded grid 
linear amplifiers using multiple "small" tubes. Three such tubes 
that were popular for this stunt were the 6CL6, 5763 and 837. 

I have been looking thru the QST CD's for such information, 
as I'm sure one of the "Ham" magazines covered this subject, 
but I haven't found anything on any of these tubes. This was 
WAY before the use of "Sweep" tubes for color TV sets for 


VV VV VV MV 


this use, like the 6JE6, 6HF5, 6DQ5, 6KD6, etc., etc. 
What I am looking for is just articles using the 6CL6/5763/837 
tubes to get some insight into what problems the builders ran 
into with these specific tube types. 
Anybody recall any issues of QST or CQ or??? that dealt 
with this? 
73, 
Sandy W5TVW 


VV VV VV VV VV 


Message-ID: <3C5F370F.AQFE4066@verizon.net> 

Date: Mon, 04 Feb 2002 20:36:16 -0500 

From: Mike Sullivan <vze344qr@verizon.net> 
MIME-Version: 1.0 

To: Old Tube Radios <boatanchors@theporch.com> 
CC: peter.greene@l-3com.com 

Subject: IOWA Class Battleship Radio Rooms querry 
Content-Type: text/plain; charset=us-ascii 
Content-Transfer-Encoding: 7bit 


Any old salts atached to the list enumerate the types and quantities of 
equipment on IOWA class battleships, especially of the Vietnam era?? I 
am associated with the restoration of the USS New Jersey Radio Room and 
we are desperate for information. Any leads? 


Thanks, 


Date: Mon, 04 Feb 2002 18:08:34 -0800 

From: Arden Allen <gumbear@pacbell.net> 

Subject: Re: More WD-40, (beating a dead horse etc.) 
To: Old Tube Radios <boatanchors@theporch.com> 
Message-id: <QGR10033NFSDTR@mta7.pltn13.pbi.net> 
MIME-version: 1.0 

Content-type: text/plain; charset=ISO-8859-1 
Content-transfer-encoding: 7bit 


Hi Barry; 
> PS: And while I was looking at GC products, I noticed their Spray-Kleen. 


> This is methyl chloroform, mineral spirits, methylene chloride, and 
camphor 


> oil perfume. This product will definitely attack many plastics so 
beware. 


I wonder how current this info is. I used to think of Spray-Kleen as 
pretty nasty stuff by its smell. I have two recently purchased cans and it 
seems to be much milder. I wonder if the methyl chloroform and methylene 
chloride have been banished or drastically reduced. Since the advent of 
OSHA limits, EPA regs, anti-carcinogen initiatives (CA's Prop. 65) and so 
forth, practically everything has been changed and is less noxious. 


Arden Allen KB6NAX Vallejo, CA gumbear@pacbell.net 


Message-ID: <Q0a501c1ladfe$07444e60$1f75fea9Gg5p3m4> 
From: "Ed Zeranski" <ezeran@concentric.net> 
To: Old Tube Radios <boatanchors@theporch.com> 
Subject: Re: GB> "Grounded-Grid" amplifiers using multiple pentodes 
Date: Mon, 4 Feb 2002 20:31:47 -0800 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="iso-8859-1" 
Content-Transfer-Encoding: 7bit 


>Sandy - 

> 

>Looks like CQ is the venue of choice for those types of amps. From 
>FBTO ... 


I picked up the QSTs from '34-'80s and believe there are articles with 

multiple sweep tubes, 807s/1625s, and others. Don't have all the issues 
sorted by year but have looked through them as they were stacked. Neat 

stuff!! Will repost when I find the "grunch-o-tube" amp projects. 


From: Kargokult@aol.com 

Message-ID: <a5.223£3e14.2990e288@aol . com> 
Date: Tue, 5 Feb 2002 02:23:52 EST 

Subject: Re: Meissner coils 

To: Old Tube Radios <boatanchors@theporch.com> 
MIME-Version: 1.0 

Content-Type: text/plain; charset="US-ASCII" 
Content-Transfer-Encoding: 7bit 


In a message dated 2/4/02 9:24:48 AM Pacific Standard Time, 
smithabi1@comcast.net writes: 


<< 

I am looking for any of the following coils, approx one inch base, 5 pins, \ 
<< Meissner part number 18-3500, 18-3501 18-3502, 18-3503, 18-3504, 18-3505. 
These coils 

were used in the Model 2BK and model 3BK radio receiver kit. Which I am 
trying to 

duplicate. Approximately 1 inch in diameter, with five pins. 


Breck K4CHE, Dover Delaware >> 


I wonder why Meissner chose to make the coils like this. Was it just 

to cut costs, keep the price of the kits to a minimum? 

At a meet a couple years back, i talked to a gentleman who had 

started in to making duplicates. He told me some hardware store 

plastic pipe was the right size, and he was going to use rivets thru 

the pipe to replicate the coil contacts the Meissner coils used. I thought 
this was a pretty interesting idea, but i have not pursued it. ( Secretly, 
my cheap & dirty idea is to use coils with short leads coming off, 

and tiny alligator clips, and just connect the replacement coils into 
the circuit this way.) 

Meissner's unique coil design means that for the number of Meissner 

kit radios surviving, the ratio of coils to radios is somewhat less than 
4 

And BTW, how about that no-bandspread, non vernier tuning? You can 
probably omit any coils above 10 MHz, hi ! 

Good Luck, Hue Miller 


Message-Id: <3.0.5.32.20020205013721.0082d4b0@pop3.dccnet.com> 
Date: Tue, 05 Feb 2002 01:37:21 -0800 

To: Old Tube Radios <boatanchors@theporch.com> 

From: Ralph Parker <rparker@dccnet.com> 

Subject: Re: Meissner coils 

Mime-Version: 1.0 

Content-Type: text/plain; charset="us-ascii" 


> I am looking for any of the following coils, approx one inch base, 5 pins, 
> Meissner part number 18-3500, 18-3501 18-3502, 18-3503, 18-3504, 18-3505. 


Speaking of which, I'm looking for any coils for my Meissner Signal Shifter. 
3 coils per set: 4, 5, and 6 pin. 
I have none at present, and the Meissner manual doesn't have winding info. 


VE7XF 


From: "Roger A. McCarty" <rmccarty@earthlink.net> 


To: Old Tube Radios <boatanchors@theporch.com> 
Subject: RE: GB> "Grounded-Grid" amplifiers using multiple pentodes 
Date: Tue, 5 Feb 2002 02:51:55 -0800 
Message-ID: <000001c1ae33$21da14£0$c0029e40@mcea.mea. com> 
MIME-Version: 1.0 
Content-Type: text/plain; 
charset="us-ascii" 
Content-Transfer-Encoding: 7bit 


I half way expected to see someone else post the data on the Galaxy 
(WRL) Amplifier but have not yet seen one, so I'll throw it into the 
fray. 


The Galaxy 2000+ amplifier uses 10, sweep tubes in parallel. I cannot 
remember which tube off the top of my head, I am on the road out of town 
at the moment. I think they are the 6HF5's (?). 


The one I have works quite well although I use it quite sparingly. At 
the current pricing of sweep tubes, I am in no hurry to replace them. 


With reference to balancing, I have it as one of my projects to bias the 
tubes individually one day, although I have not yet seen indications of 
tube hogging or imbalance. Still, I would think the small expense of 
individual bias pots will lend to the longevity of these tubes. 


If anyone is interested in a copy of the schematic, I will see what I 
can do to post it on the internet somewhere. Drop me a line. 


73 


Roger KD6CC 


SSS Original Message----- 

From: owner-glowbugs@piobaire.mines.uidaho.edu 
[mailto:owner-glowbugs@piobaire.mines.uidaho.edu] On Behalf Of Barry 
Kirkwood 

Sent: Monday, February 04, 2002 8:24 PM 

To: Sandy W5TVW; glowbugs@piobaire.mines.uidaho.edu; 
boatanchors@qth.net; Boatanchors reflector 

Subject: Re: GB> "Grounded-Grid" amplifiers using multiple pentodes 


I have QST in non CD form, Hi. 

>From memory: 

There was at least one article by ?Jennings using multiple sweep tubes, 
and 


there was one commercial amp reviewed using 6 or 8 sweep tubes. 

Not quite whatSandy is looking for, but should give some ideas. 

I think CQ had some articles on things like multiple 6AG7 gg linears. 
73 


end 

Barry Kirkwood PhD ZL1DD 

Signal Hill Homestay 

66 Cory Road 

Palm Beach 

Waiheke Island 1240 

NEW ZEALAND 

www.waiheke.co.nz/signal.htm 

yess Original Message ----- 

From: Sandy W5TVW <ebjr@i-55.com> 

To: <glowbugs@piobaire.mines.uidaho.edu>; <boatanchors@qth.net>; 
Boatanchors 

reflector <boatanchors@theporch.com> 

Sent: Monday, February 04, 2002 8:52 PM 

Subject: GB> "Grounded-Grid" amplifiers using multiple pentodes 


Many years ago, there was a "craze" of making grounded grid 
linear amplifiers using multiple "small" tubes. Three such tubes 
that were popular for this stunt were the 6CL6, 5763 and 837. 

I have been looking thru the QST CD's for such information, 
as I'm sure one of the "Ham" magazines covered this subject, 
but I haven't found anything on any of these tubes. This was 
WAY before the use of "Sweep" tubes for color TV sets for 
this use, like the 6JE6, 6HF5, 6DQ5, 6KD6, etc., etc. 

What I am looking for is just articles using the 6CL6/5763/837 
tubes to get some insight into what problems the builders ran 
into with these specific tube types. 

Anybody recall any issues of QST or CQ or??? that dealt 
with this? 

73, 
Sandy W5TVW 
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End of BOATANCHORS Digest 3292 
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